DATASHEET

6-Port LED Video Controller

UNV-VX600

UNV-VX600 |

Features

® Asingle device unit drives up to 3.9 million pixels, with a maximum width of 10,240 pixels and a maximum height of 8192

pixels.
e Self-adaptive OPT 1 for either video input or sending card output.
@ Audio input accompanied with HDMI input source.

e Reduce the delay from the input to receiving card to 20 lines when the low latency function and Bypass mode are both

enabled.

e Aninternal input source or external Genlock can be used as the sync source to ensure the output images of all cascaded

units in sync.
e Easy preset saving and loading.
e Multiple kinds of hot backup.
e Mosaic input source supported.

e Up to 4 units cascaded for image mosaic.
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e  All-round color adjustment.
e Pixel level brightness and chroma calibration.
e Multiple operation modes.
Specifications

Output Description

Loading Pixels (max. width and
height)

3,900,000 (width 10240, height 8192)

1*SL-DVI LOOP. 1*3G-SDI LOOP. 1*HDMI LOOP. 1*HDMI. 6*RJ45 Gigabit Ethernet

Output interface. 1*GENLOCK LOOP

Input Description

Input 1*3G-SDI. 1*SL-DVI. 2*HDMI. 1*GENLOCK IN
Other Interfaces Description

Control

1*USB 2.0 (Type A). 1*USB 2.0 (Type B). 1*Gigabit Ethernet interface

Optical Fiber Ports

2*OPT

Electrical Description

Power Supply 100V to 240V, 50/60Hz
Typical Power Consumption (W) | 28

General Description

Product Dimensions (W x H x D)
(mm)

483.6*351.2*50.1

Weight (Kg)

4

Operating Temperature

-10° Cto+45° C

Operating Humidity

10% to 90% RH, non-condensing

Standard

1*EU power cord. 1*US power cord. 1*UK power cord. 1* HDMI to DVI cable. 1*USB
cable. 1*HDMI cable. 1*network cable
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Dimensions

483.6
465.0

S T === = LAles3
A= ool =
mg:@ === OD = | !
6d
L] L) e
o 4400
N o
|
wy
o
J ® ® @ !

Interface

UNV-VX600

1 2 3 4 5 6
Number Name Description
® LCD screen Display the device status, menus, submenus and messages.
. Rotate the knob to select a menu item or adjust the parameter value.
® Knob
Press the knob to confirm the setting or operation.
® ESC button Exit the current menu or cancel the operation.
Open or close a layer (main layer and PIP layers), and show the layer status.
)
- Control area SCALE: A shortcut button for the full screen function. Press the button to
make the layer of the lowest priority fill the entire screen.
() Input source buttons Show the input source status and switch the layer input source.
PRESET: Access the preset settings menu
— TEST: Access the test pattern menu
Q shortcut function buttons
Freeze: Freeze the output image
FN: A customizable button
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Number Name Description

Max. input resolution: 1920¥1080@60Hz

[0} 3G-SDI IN/LOOP
3G-SDI loop output supported

Connect to an external sync signal

@ GENLOCK IN/LOOP IN: Accept the sync signal
LOOP: Loop the sync signal
@ ETHERNET Connect to the control PC or router.
USB 2.0 (Type-B):

Connect to the control PC
[©} UsB Input connector for device cascading
USB 2.0 (Type-A):

Output connector for device cascading.
Max. input resolution: 1920%1200@60Hz

[0} HDMI IN/LOOP
Loop output supported on HDMI -1
[©} HDMI IN Max. input resolution: 1920*1200@60Hz
® y Max. input resolution: 1920%¥1200@60Hz
DVI IN/LOOP
Loop output supported on DVI
® OPT 1: Self-adaptive, either for video input or for output.
OPT
OPT 2: For output only, with copy and backup modes.
@ HDMI OUT Support monitor and video output modes.
@ Ethernet ports Gigabit Ethernet ports
@ AC power interface Power input connector
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